HTDINDIAN: COMPLETE BIKE KIT

NOTE: DO NOT USE SILICONE ON ANY HOT TOPPER (THEY ARE USUALLY FRICTION FIT) UNLESS SUGGESTED BELOW
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-OVER PRIMARY COVER BOLTS.

-PRIMARY INSPECTION COVER

-PRIMARY DERBY COVER- REPLACE

BOLTS WITH SUPPLIED BOLTS

-ON RIGHT SIDE UPPER
TRANSMISSION END COVER

-OVER TRANSMISSION KICKER COVER
BOLTS RIGHT SIDE.

-OVER TRANSMISSION CASE BOLT
JUST IN FRONT OF KICKER COVER
RIGHT SIDE.

-OVER OIL PUMP COVER BOLTS
RIGHT SIDE.

- ON TOP TRANSMISSION CASE RIGHT

SIDE .

-RIGHT & LEFT FLOORBOARD BOLTS-
REQUIRES SILICONE

-CAM (CONE) COVER RIGHT SIDE

-SILICONE OVER 12 POINT ORIGINAL

BOLTS

-SILICONE OVER HOSE CLAMP HEAD

ON OIL TANK LINESAT OIL PUMP AND

TANK

-SILICONE OVER THE THREADED END

OF AXEL ADJUSTERS LEFT AND

RIGHT SIDE

-SILICONE OVER SCREW HEAD ON

REAR OF COIL COVER

-USE PINHEAD AMOUNT OF SILICONE
ON EACH 12 POINT TAPPET BLOCK
SCREW COVER

-OVER BOLT ON SHIFT LEVER
BEHIND INNER PRIMARY AT LEFT
SIDE OF TRANSMISSION.

- OVER OIL PUMP BOLTS

- SILICONE OVER FLOORBOARD
MOUNTING BOLTS

-UNDER AND ON RIGHT AND LEFT

SIDE OF KICKER COVER ON RIGHT
SIDE OF TRANSMISSION HOUSING.
-ON LEFT FRONT FLOORBOARD

MOUNTING PLATE
-SILCONE OVER REGULATOR BOLTS
-UNDER RIGHT SIDE FLOORBOARD
-LEFT & RIGHT SIDE OF OIL TANK

MOUNT (PUT CUT UP THE SIDE OF
PIECE FOR EXPANSION THEN PUSH
ON WITHOUT SILICONE

-FRONT GAS TANK MOUNT

-SILICONE OVER REGULATOR STUDS

-OVER THREADED END OF FRONT
AXEL SHAFT- GENTLY PUSH WITH
SPLIT IN COVER FACING DOWN OUT
OF SIGHT

-OVER LOCK NUTS LEFT AND RIGHT
SIDE OF QOILTANK ON MOUNTING
BRACKETS

-IN RECESSED ALLEN BOLTS IN THE
RIGHT AND LEFT SIDE FORK LEGS
THAT SUPPORT FRONT FENDER.
NOTE BECAUSE OF CHROME

HTD265-5

HTD300- 1

HTD311- 4

[

3% I o R

B = N

HTD365 1

HTD420 1

HTD500- 2

BUILDUP IN OEM HOLE USE SOFT

MALLET TO DRIVE IN HOT TOPPER
-SILICONE IN TRANSMISSION
CASTING HOLES RIGHT SIDE

-MOUNT ON 1 OF EACH OF 5 FRONT
BRAKE ROTOR TORX BOLTS USE
SMALL DAB OF SILICONE ON EACH
ONE

-REAR LIFT LEVER MOUNT BOLT

-FRONT OF REAR FENDER LEFT &
RIGHT
-LEFT & RIGHT SIDE OF FORK LEGS B

BY HEADLIGHT

-SPOT LIGHT MOUNTING BOLTS

-SILICONE OVER FRONT BRAKE
CALIPER MOUNTING BOLTS

-REAR BRAKE CALIPER ROD

-UNDER FRONT OF OIL TANK
SUPPORT BRAKET

- REAR LEFT MOTOR CASE STUD

-FRONT LEFT SIDE FLOORBOARD
MOUNT

-ON LEFT SIDE MOTOR CASE HEX
BOLTS FRONT TO REAR

-RIGHT SIDE MOTOR CASE BY REAR
CYCLINDER

-TOP OF OIL TANK FRONT MOUNT

-EXHAUST PORT NUTS FRONT PIPE

-RIGHT MOTOR CASE IN CENTER
-TOP & BOTTOM OF EXHAUST
SUPPORT UNDER KICKER COVER
-EXHAUST SUPPORT ROD

-UNDER TRIPLE TREE
~-TRANSMISSION REAR MOUNT

- SILICONE OVER TIMING HOLE

-SILICONE OVER RIGHT SIDE REAR
AXEL THREADED END-CLEANS UP

LOOK-MATCHES THE REST OF THE
BIKE

- ON LEFT SIDE UPPER MOTOR MOUNT

BOLTS ABOVE HORN UNDER GAS

TANK.

-REAR MOTOR MOUNT

-FRONT MOTOR MOUNT

-REAR BRAKE CALIPER BANJO
FITTING

-EXHAUST SUPPORT ROD

~FRONT BRAKE CALIPER BANJO
FITTING

-LOWER FRONT MOTOR MOUNT NUTS

- RIGHT SIDE MOTOR CASE STUD USE
SILICONE

-FRICTION FIT ON EXHAUST CLAMP
HEAT SHEILD STUD BUT IF STUD
TOO LONG ADD A GOOB OF
SILICONE

HAVE FUN! ANY QUESTIONS PLEASE CALL US

TOLL FREE 1-877-4HO-TTOPers



